
GlobalSat GTR-388NB Vehicle-Tracker (GPS/GSM/LTE, IP67, Motion-Sensor, Battery,

SMS/TCP/UDP/HTTP, NB-IoT)

[http://www.cartft.com/catalog/il/2776]

 

179.00 EUR

incl. 19% VAT, plus shipping

• IP67 Waterproof !

• Motion-Sensor !

• SMS / TCP / UDP / HTTP !

• GPS / GSM / GPRS !

Support:  Manual [EN] |  API Integration Guide

GTR-388 is designed as durable and multi-functional NB-IoT connectivity tracker. Compact, robust and waterproof design for
motorcycle, electric scooter and vehicle small size for easy installation.

The tracker can be programmed in a Windows tool when connected to the optional USB-debug-cable.

Features :
- 820mAh rechargeable battery
- High Sensitivity GPS Receiver
- Compact size and Waterproof IPX7 design
- Built-in high sensitivity GPS/GSM antennas
- Built-in motion sensor
- AGPS support
- Support communication protocols- UDP
- Multiple I/Os support■
1 Digital Input for custom function
1 Digital input for optional Emergency button
1 Analog Input
1 Digital Output for Relay
1 Digital Input for ACC detection
- Small size for easy installation
- Perfect power management control
- Thermal solution with IPX7 design and waterproof cable connector
- Dimension : 107.5 x 38.7 x 22.8 mm
- Weight : 66.5 g

http://www.cartft.com/catalog/il/2776
javascript:;
http://www.karpc.de/support_db/support_files/Globalsat_GTR-388NB_Manual.pdf
http://www.karpc.de/support_db/support_files/Globalsat_GTR-388C1_API.pdf

